
            
 

Start by removing the bezel on the top of the unit, the 
sleeve, vacuum out the medium as much as possible. 
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Remove the front electronics panel and tilt the unit on its 
face continue to vacuum out the medium. 
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Remove the screws from the 1/4 round molding and remove 
each section. Set aside for reuse. The top grid is now  
exposed, vacuum out any extra medium, use a hook or nee-
dle nose pliers to tilt up the grid and cut the ground wire.   
Remove the grid through the top hole. Vacuum out any  
remaining medium. 
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Use a sharpened 2-3” putty knife to scrape between the wall 
and the wooden frame pieces. (no pic) This can be difficult, 
take your time. be very careful not to cut the thermister 
wire or the ground wire. Remove all the pieces except the 
middle thermister holder and the back wall piece, use a 
hook or the like to pull up the next grid. The old distributor 
will probably be held to it by silicone. 
Turn it as needed to get it out of the shell. And start scrap-
ing off the old distributor.   Do your best to clean off the 
grid. 
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Now that everything is out of the shell, vacuum out any re-
sidual medium, tilt the unit to make sure all of it is out of 
the shell.  Set your lower screen on top of the new distribu-
tor and trace a line to cut it. (careful with the movement of 
the grid on the new distributor, they are sharp and can snag 
the distributor and rip it!) cut both distributors. Now lay 
the lower grid back in place and lay the foam dist.’s on top 
of that, now gently insert the upper grid and set in place 
over the distributors.  
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You can use new wood or use the old, Here I cut new pieces 
for the shell and set them in place for sizing.  
Put a bit more than a quarter inch of fresh silicone around 
the edges of the upper grid, leaving NO spaces. Add some 
silicone to the backs of the wood fames And gently press the 
wood downward and against the walls of the shell, fill any 
open areas, specifically around the port where the wires 
com in. Insert your cross member piece to apply wall pres-
sure.  There has to be NO leaks of air pressure.  
Set some weights on top of the frame and make sure they 
are pressed against the walls.   
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Allow the silicone to dry for 24 hrs and remove the cross 
brace, screw or brad nail the ends to the brace and  
reinsert. Push the thermister through the hole and secure 
with a ty-wrap or silicone, continue to install the final grid, 
1/4 molding and add the medium.  
Fire the unit up and confirm that the medium fluidization is 
distributing evenly, if not. There was most likely enough 
weight in the unit during the drying process.  
You’ll may have to start over again.  
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