
Hanning Actuator T-Splitter Installation 

Instructions 

Purpose 

These instructions explain how to connect a T-splitter to a Hanning actuator so two footswitches 

or hand switches can operate the actuator. 

 

Tools / Materials Required 

• T-splitter 

• Existing hose from actuator 

• Razor knife or hose cutter 

• Windex® or mild glass cleaner 

• Two footswitches or hand switches 

 

Installation Procedure 

1. Prepare the Existing Hose 

Locate the original hose still attached to the Hanning actuator. 

Cut approximately 4 inches of hose from the old tubing attached to the actuator. 

Make a clean, straight cut. 

 

2. Install the T-Splitter 

Insert the T-splitter firmly into the hose connected to the actuator. 

• Push the tubing fully onto the splitter fitting. 

• Make sure the connection is tight and secure. 
• A small amount of Windex® may be used on the fitting to help slide the hose onto the 

splitter easier. 

Do not use excessive lubricant. 



 

3. Connect the Switches 

Attach the two footswitches or hand switches to the open ports of the T-splitter. 

Push the tubing completely onto the fittings to prevent air leaks. 

 

Troubleshooting 

If One or Both Switches Do Not Work 

Try moving the tubing to the opposite port on the tubing.  
The tubing length may have been reduced, resulting in insufficient pressure to adequately
supply both lines. 

 

Up / Down Direction Reversed 

If the actuator operates backwards: 

• Switch the tubing connection to the opposite probe/port on the footswitch. 

• Test operation again until UP and DOWN movement operates correctly. 

 

Hand Switch Notes 

• The hand switch assembly is permanently sealed and cannot be disassembled. 

• The tubing on some hand switches may have one end cut at an angle. 

IMPORTANT: 

Use the flat-cut end of the tubing when making connections to the splitter. 

Do not use the angled-cut side. 
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