Vectra® Neo Clinical Therapy System - Service Manual

TROUBLESHOOTING

ULTRASOUND CALIBRATION

A.Tools and Equipment Required

1.

Vectra® Neo Clinical Therapy System and the Intelect
Vet Combination Therapy System and all Vectra
Genisys, Intelect Legend XT and the Intelect Vet
Ultrasound Applicators associated with the System
being serviced.

Ohmic Instruments UPM DT 10 or DT 100 Ultrasound
Power Meter, set to "watts".

Degassed Water. Refer to page 37 for Degassed Water
Recipes.

/\ WARNING

Use only degassed water in power meter for calibrating ultrasound
applicators,

Use of other types of water will cause false readings and bad test
results

See page 37 for degassed water recipes.

Use of other brands or types of tools, equipment, fixtures,
materials, and supplies other than those specifically listed in “A.
Tools and Equipment Required” above will give bad test and
calibration results,

If proper equipment is not available or can not be obtained, send
the ultrasound applicators to the factory for calibration.

B. Ultrasound Applicator Calibration Procedures

1.

Enter the Technical Utility Screen by pressing the
Utilities button of the Therapy System by pressing the
Stop, Start, and Power Buttons simultaneously. See
Figure 1.

Set up Power Meter per Ohmic User Manual. Position
the Ultrasound Calibration in the Power Meter.

Press the Ultrasound Calibration Button. See Figure 2.

Press the Head Size Button until the size applicator
being calibrated is displayed. See Figure 3.

Press the Start Button, refer to Figure 3.

Follow the instructions displayed on the Therapy
System.

Repeat this procedure for each Ultrasound Applicator
associated with the Vectra® Neo Clinical Therapy
System.
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